
CONSERVADOR PASANTE CALIENTE DE 2 SECCIONES

2 Sections pass-thru heated cabinetCPC-4P

CPC-4P 34 1/2” 57” 84” 3000 220v/60/1 26

MODELO
/ Model WAT TS VOLT AMPS

Specias gauges shelves.

REPISAS EN CALIBRES ESPECIALES.

Pass-thru heated cabinet 2 sections.

4 Solid swing doors, 120° degree opening.

Digital temperature control.

Stainless steel construction.

Bottom drawers.

6 Punched shelves.

60°C - 83°C temperature range.

Swivel castors with brake.

Cabinet designed to provide holding temperatures of 140°F to 180°F 
(60°C to 82.2°C)

Cabinet comes with a total of 3000 watts.

Hardwired at installation site to a 208-240/60/Hz. Single phase, 26
amp dedicated circuit.

CONSERVADOR PASANTE CALIENTE DE 2 SECCIONES.

4 PUERTAS CON 120° GRADOS DE APERTURA Y AUTOCERRADO.

CONTROL DE TEMPERATURA DIGITAL, °F O °C.

FABRICADO TOTALMENTE EN ACERO INOXIDABLE.

6 REPISAS PUNZONADAS.

4 CAJONES EN PARTE BAJA.

RANGO DE TEMPERATURA DE 60°C A 83°C.

RUEDAS GIRATORIAS CON FRENO.

DISEÑADO PARA MANTENER TEMPERATURAS DE DE 140 °F A 180 °F 
(60°C A 82,2 °C).
INCLUYE UN TOTAL DE 3000 WATTS.

CABLEADO EN EL SITIO DE INSTALACIÓN A 208-240/60/HZ. CIRCUITO 
MONOFÁSICO DEDICADO DE 26 AMPERIOS.CONSERVADOR PASANTE


CALIENTE DE 2 SECCIONES

INCLUYE CAJONES CORREDIZOS
COMO ELEMENTOS
ADICIONALES
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CONSERVADOR PASANTE CALIENTE DE 2 SECCIONES

2 Sections pass-thru heated cabinetCPC-4P
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